Home Garden Bar Assembly 1

1

Take the back panel and attach the rear upright
post to it. Make sure that the back panel lines up
with the inner corner of the post. All panels have
to line up with the inner corners of all the posts

Attach the left hand side panel to the post. All
screw holes are pre-drilled.

The other back panel can now be placed against
the other rear panel panel post and screwed to it
making sure the the frames are flush with each
other.

Attach the Front panel to the post. All screw
holes are pre-drilled.
5 x 75mm screws

2
Take the Bar return panel and screw through
the frame into the post.

Place the bar tops in place and screw
through the top frame of the front panel into
the bar top. Repeat this with the bar top of
the return.
5 x 50mm screws

Place the steel plate on the underside of the
bar And screw the plate on either side
where the bar tops meet.
Repeat this on the underside of the bar tops
on the front.
4 x 25mm screws for each plate

Place the Front panel on the post and screw into
place. The height is marked with a line on the
post. This panel is 37.5 inches wide.

3
Attach and screw the panel to the centre post.

Now take the second front panel and screw into
place on the centre post. This panel is 43.5 inches wide

The end bar entry panel can now be put into
place and screwed to the front panel

Lift the roof into place onto the posts.

4
The bar top roof panel can now be screwed onto
the upright posts as shown

Place the bar area roof into place.

This must now be screwed to the bar top roof at
the front as shown.

5
Lastly screw the corner post and support post
into the roof.

The front and side facia boards can now be
nailed into place.
Your Garden Bar is now ready for use!
Happy drinking Landlord

